TOP-210F

Stage-Acoustics 2-Way Full Range Speaker

Features

The TOP-210F is a dumbell enclosure with two 10" bass units
and one 1" compression driver. The result is smoother,

warmer sound with all the detail and depth of truly

professional audio. This 2-way full range speaker is a
powerful ally delivering up to 450 watts of continuous use and

1800 watts of peak power.

Technical Specifications

Type: Two-way, full range system

Power handling: 450W (RMS), 90W (Prog), 1800W (Peak)

Frequency response: 58 Hz - 20 kHz +/- 3 dB
Directivity index (DI): 12 (+2/-2) 1.2 kHz - 16 kHz
Sensitivity: 100,5 dB (1W @ 1M)

Max SPL: 131 dB (Peak/1M)

LF section: 2 x 10" (260 mm) woofer, 1.75" (35 mm) coil

Nominal impedance: 8 ohm

HF section: 1.75" compression driver with 35mm titanium diaphragm

Nominal impedance:’8 ohm

Output section: 2-channel

Dispersion pattern: 80 deg H x 50 deg V
Speaker cables: 1(+) 1(-)

Input connectors: 2 x NL4AMP Speakon
Enclosure: MDF

Finish: Black paint

Dimensions:

320 mm W x 920 mm H x 340 mm D
Package dimensions:

415 mm W x 960 mm H x 425 mm D (0.17 cbm)
Net weight: 23 kg

Gross weight: 25,5 kg

Stage-Acoustics
17600 Yonge Biggest St, Toronto,
Ontario L3Y 4Z1, CA

All informations is Copyright 2016 by Stage-Acoustics
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Telephone: +01 (800) 444 2760
Email: info@stage-acoustics.com

I PORTABLE + INSTALLATION

TopLine

Professional Sound For Portable + Installation
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